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W R

_ 2" R

20"

NOTE:

CONCRETE_CURBAN

:TOP OF PAV'T

el

CONCRETE CURB TYPE "C”

PAV'T REINFORCMENT

(IF REQUIRED)

-“d
-«

" #4 BARS x 3'-0"

SPA. 2'-6" C. TO C.
INTEGRAL_CONCRETE CUR

~TOP OF PAV'T

7 %"
1

FOR USE ONLY WITH —
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CITY ENGINEER

e
AP I
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T
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COMB. CONC. CURB & GUTTER — MODIFIED/N

COMB. CONC. CURB & GUTTER TYPE "A"

8"

1:»
———

15"

Slope of Drai
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FOR SUPER ELEVATION
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#5 DEFORMED BAR
5'-0" c-C
APPROX. 7" LONG

#5 BAR CONT.

1 —
I'\/\ EXIST. CURBJ\i

| ERE
L Ll -4 0 4
@ = SO
§ al2 o T
a W R .
1” SURFACE z =~ =
OVERLAY © , s vy '
—1—>__L_= ] “"_4 :_
1 " [ . 1.
T

EXIST. PAVEMENT
AFTER ROTO MILL

NOTE:

1. SAW CUT CONTROL JOINT EVERY 10'—-0" C-C.

2. CLEAN TOP OF CURB BEFORE CAPPING.

3. 4” MIN. CURB CAP DEPTH, IF LESS THAN 4"
REMOVE TOP OF EXISTING CURB.

RB CAPPI Al
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SIDEWALK CURB RAMP TYPICAL LOCATION PLAN

3 3
B i 7
LCIJJ A <4 =
= <
0 2 & T CQP\}
TYPE | CURB RAMP 5 o
(SEE DETAIL [lI=2A) — g
STOP BAR -]
\ TYPE Il CURB RAMP
\ (SEE DETAIL lll—2B)
SIDEWALK 4
MIN Nv\**
& E < < S
TREELAWN |77 27270 N T
PEDESTRIAN S
CROSSWALK
RESIDENTIAL STREET / s
DETECTABLE WARNINGS
WITH TRUNCATED DOMES PN
REQUIRED ON ALL CURB %,
RAMPS PER &
SPECIFICATIONS. .
% A A
G RESIDENTIAL STREET
)
GENERAL NOTES: SN -
1. CURB RAMPS ARE TO BE LOCATED AS SHOWN ON THE PLANS OR AS «- | TREELAWN
DIRECTED BY THE CITY ENGINEER.
2. SURFACE TEXTURE OF THE RAMP SHALL BE THAT OBTANED BY A SIDEWALK
COARSE BROOMING, TRANSVERSE TO THE SLOPE OF THE RAMP.
3. EXPANSION JOINTS FOR THE RAMP SHALL BE A MAX. %" WIDE. THE TOP
OF THE JOINT FILLER FOR ALL RAMP TYPES SHALL BE FLUSH WITH < TYPE IA CURB RAMP
ADJACENT CONCRETE. (SEE DETAIL 11I—2A)
4. THE ACCEPTED QUANTITIES OF SIDEWALK RAMPS WILL BE PAID FOR AT
THE CONTRACT PRICE PER SYD. FOR CLASS "A” CONCRETE FOR
SIDEWALK.
5. SIDEWALKS SHALL BE RAMPED WHERE THE DRIVEWAY CURB IS EXTENDED ACROSS THE WALK, BUT NO
DETECTABLE WARNINGS ARE REQUIRED AT DRIVE RAMPS. 2% MAXIMUM CROSS SLOPE SHALL EXTEND
THROUGH ALL DRIVEWAY CROSSINGS AND BE A MIN. 4’ WIDTH.
6. CARE SHALL BE TAKEN TO ASSURE A UNIFORM GRADE ON ALL RAMPS, WITH NO BREAKS IN GRADE.
7. DRAINAGE STRUCTURES SHALL NOT BE PLACED IN LINE WITH RAMPS. LOCATION OF THE RAMP SHOULD
TAKE PRECEDENCE OVER LOCATION OF DRAINAGE STRUCTURE, EXCEPT WHERE EXISTING DRAINAGE
STRUCTURES ARE BEING UTILIZED IN THE NEW CONSTRUCTION.
8. THE NORMAL GUTTER LINE PROFILE SHALL BE MAINTAINED THROUGH THE AREA OF THE RAMP. RAMPS
SHOULD BE LOCATED TO AVOID PONDING.
9. CROSSWALK AND STOP LINE MARKINGS, IF USED, SHALL BE SO LOCATED AS TO STOP TRAFFIC 4 FEET

SHORT OF RAMP CROSSINGS, IN ACCORDANCE WITH CURRENT MANUAL FOR UNIFORM TRAFFIC CONTROL
DEVICES.

10. RAMPS SHALL BE PROVIDED AT ALL CORNERS OF STREET INTERSECTIONS WHERE THERE IS EXISTING OR

1.

PROPOSED SIDEWALK AND CURB. RAMPS SHALL ALSO BE PROVIDED AT MID—BLOCK WALK LOCATIONS IN
THE VICINITIES OF HOSPITALS, MEDICAL CENTERS, AND ATHLETIC STADIUMS.

WHEN THE INTERSECTION IS NOT SIGNALIZED, SIDEWALK RAMPS SHALL BE PLACED ON THE RESIDENTIAL
STREETS ONLY. WHEN INTERSECTION IS SIGNALIZED, SIDEWALK RAMPS SHALL BE PLACED ON BOTH
RESIDENTIAL STREET AND ARTERIAL STREET SIDE.

12. THE AMERICAN WITH DISABILITIES ACT OF 1990 (ADA) REQUIREMENTS (AND ANY CURRENT SUPPLEMENTS

THERETO) MAY EXCEED THE CITY OF MISHAWAKA ENGINEERING STANDARDS. IN CASE OF SUCH
OCCURRENCES, THE AMERICAN WITH DISABILITIES ACT OF 1990 (ADA) STANDARDS SHALL SUPERCEDE
THE CITY OF MISHAWAKA ENGINEERING STANDARDS.

PREPARED BY: l|)|#Z INDIANA, LLC
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OARSE BROOM FINISH PERPENDICULAR
TO DIRECTION OF TRAVEL FOR SLIP
RESISTANT SURFACE.

v\

SOD IF ALONG TREE
LAWN. CONCRETE IF
“REFOR ADJACENT PAVED
JOINT FILLE WALKING SURFACE.

SIDEWALK SLOPE 2% MAX
; DETAIL "C
5 SLOPE 1:12 MA?, —\’/—

SIDEWALK | & MIN

- ALL CURB RAMPS SHALL %" PREFORMED ~—
' BE 6" CONCRETE JOINT FILLER
SECTION_A

SOD IF ALONG TREE
LAWN. CONCRETE IF
FLUSH —\AINTAIN GUTTER ADJACENT PAVED

LINE DRAINAGE
- - {_1" THROUGH WALKING SJURFACE.

DEPRESSED CURB ..

N 2

UL = N
2 77 ‘ N—5% MAX.
NWANXAXAXAXA  CoUNTER
DETAIL_"C” SLOPE AT
GUTTER

SIDEWALK CURB RAMP — TYPE |

COARSE BROOM FINISH PERPENDICULAR
TO DIRECTION OF TRAVEL FOR SLIP

%" PREFORMED
JOINT FILLER

CONCRETE CURB.

ECTION B—
CONCRETE CURB. ALL CURB
TAPER TO MEET RAMPS SHALL
FLUSH AT SIDEWALK. BE 6
TYPE 1A TO BE CONCRETE
USED WHERE CURB
RADIUS IS 10’ OR SIDEWALK CURB RAMP — TYPE IA
LESS, OR RAMS
SEPARATION WOUL TYPE | TO BE USED FOR NEW CONSTRUCTION WHEREVER
CAUSE FLARES TO POSSIBLE. TYPE IA TO BE USED ONLY FOR EXISTING D B i ANA, LLC
OVERLAP. CONDITIONS AND WITH PRIOR APPROVAL BY THE CITY \\\\\\\‘;‘\ W, o,
ENGINEER. TYPE Il TO BE USED ONLY WITH PRIOR XN gg",g%\//\
APPROVAL BY CITY ENGINEER. Q%-f@ o,
10100213 i
—o%L STATE OF
NOTES: ""a%/,.,,,,,,;;f S
1. FOR GENERAL NOTES AND TYPICAL LOCATIONS FOR EACH CURB TYPE, SEE SHEET Ii—2. %a,g';é"ﬁﬂw@%\
2. ALL CURB RAMP DIMENSIONS BASED ON 6" CURB HEIGHT AND SHALL BE PROPORTIONALLY g
ADJUSTED FOR OTHER CURB HEIGHTS. !
3. (F LATEST AMERICAN WITH DISABILITIES ACT (1990 ADA) REQUIREMENTS EXCEED THE CITY OF

MISHAWAKA ENGINEERING, THE AMERICAN WITH DISABILITIES ACT STANDARDS SHALL SUPERCEDE THE ? 2(9”3
CITY OF MISHAWAKA ENGINEERING STANDARDS. -
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COARSE BROOM FINISH
PERPENDICULAR TO DIRECTION
TRAVEL FOR SLIP RESISTANT

FLUSH —MAINTAIN GUTTER
SURFACE LINE DRAINAGE
-— 1" THROUGH
%&y A %" PRE \ DEPRESSED CURB
4 T JOINT FJ —_— —
' \ "’".-'- A aa .
%" PREFORM LN R \/\\ .y 7 :
JOINT FIL 5" PREF. 2
7 MIN @ KL \\ \\ \\
) DEr L llc"
2 = N 5% MAX.
\6 2 \,/ COUNTER
fiiiidhiiiic SLOPE AT
p] pieiiii GUTTER
COARSE BROOMED
FINISH J COARSE BROOMED
) A FINISH
ALL RAMPS SHALL BE 6
CONCRETE 24"XFULL RAMP WIDTH ARMOR TILE
PANEL, COLONIAL RED COLOR NO.
20109, OR APPROVED EQUAL AS
DETECTABLE WARNINGS WITH
TRUNCATED DOMES REQUIRED ON ALL
CURB RAMPS PER GENERAL NOTES.
DETAIL "C* SIDEWALK SLOPE 2% MAX ,
SLOPE 1:12 4 MIN [ (#MN)
(8.33% MAX) I

AN v

VARIFS 5' TO &’

PREFORMED
SECTION A—A JOINT FILLER

SIDEWALK CURB RAMP

SECTION B-B

TYPE 1l

TYPE | TO BE USED FOR NEW CONSTRUCTION WHEREVER
POSSIBLE. TYPE IA TO BE USED ONLY FOR EXISTING
CONDITIONS AND WITH PRIOR APPROVAL BY THE CITY

ENGINEER. TYPE Il TO BE USED ONLY WITH PRIOR
APPROVAL BY CITY ENGINEER.
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A SIDEWALK 5°—0" MIN. PAVEMENT

) UTILITY STRIP

2'-0" MIN.

. SLOPE 50:1 MAX.

SECTION THROUGH SIDEWALK
WITH UTILITY STRIP

| SIDEWALK 6'—0" MIN. | PAVEMENT

I ‘ SLOPE 50:1 MAX.

R R R

AR

T_ I
» R N N A L L LI
R,

/////////////////////////

SECTI HROUGH SIDEWALK

ADJACENT TO CURB

1/2" PREFORMED EXPANSION JOINT FILLER

w
6’ MAX.

TRANSVERSE JOINT

8w
48" MAX.

4%

L

1. CLASS "A” CONCRETE - 6 BAG MIX.

2. TRANSVERSE JOINTS SHALL BE CUT WITH A JOINTER HAVING A RADIUS OF /4" AT SPACING
AS INDICATED OR DIRECTED BY THE ENGINEER.

3. IF LATEST AMERICAN WITH DISABILITIES ACT (1990 ADA) REQUIREMENTS EXCEED THE CITY OF
MISHAWAKA ENGINEERING, THE AMERICAN WITH DISABILITIES ACT STANDARDS SHALL
SUPERCEDE THE CITY OF MISHAWAKA ENGINEERING STANDARDS.

* SIDEWALK THICKNESS TO BE MIN. 6" THROUGH RESIDENTIAL DRIVEWAYS AND 8" THROUGH
COMMERCIAL DRIVEWAYS (REFER TO DRIVEWAY APPROACH DETAILS.)

g
3-26-1%
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FLUSH WITH
FINISHED SURFACE '\

PY I TN 4 AN PR I
o 4 P -4\ /‘ AL /—CONCRETE SIDEWALK

J\CURB BOX SLEEVE

/—CURB BOX

Da By

/—VALVE EXTENSION ROD

/SERVICE LINE

CURB STOP WITH VALVE

NOTES:

N o opu Nz

REMOVE CAP. (UNSCREW CAP)
IF REPLACEMENT OF THE CURB BOX SLEEVE IS REQUIRED, CONTACT THE MISHAWAKA UTILITIES WATER
DIVISION (TEL. 574-—-258-1652) FOR ALLOWABLE TYPE, BRAND AND SIZE CURB BOX SLEEVE.

. SLIDE SLEEVE OVER BOX.
. REPLACE CAP.

IF BOX IS HIGH OR LOW, IT WILL SLIDE UP OR DOWN SIX INCHES (6"). IF YOU ARE UNABLE TO ADJUST,
CALL THE MISHAWAKA UTILITIES WATER DIVISION FOR ASSISTANCE.

ONCE THE BOX IS SET, WRAP A PLASTIC BAG AROUND THE BOX SLEEVE. THIS WILL AVOID CONCRETE FROM
RUNNING INTO THE BOX. WHEN CONCRETE IS DRY, CUT PLASTIC WITH KNIFE AND REMOVE.

. IF YOU ENCOUNTER ANY PROBLEMS, CALL THE WATER DIVISION BEFORE POURING SO THEY MAY MAKE

CORRECTIONS. IF SIDEWALK REMOVAL IS REQUIRED TO CORRECT OR REPLACE THE BOX SLEEVE, THE
CONTRACTOR WILL BE CHARGED FOR SIDEWALK REMOVAL AND REPLACEMENT.

PREPARED BY: DLZ INDIANA, LLC
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SCREW TYPE =

VALVE AND STAY
PUT COVER

VALVE BOX TO — |
BE AMERICAN
TRENCH BOX

£

N\

VALVE

NOTES:

CONC. SUPPORT

G
L/ TR
COVER SHALL BE PROJECT TYPE
o FLUSH WITH SURFACE AND THICKNESS
o & OR FINISHED GRADE OF SURFACE
1.5 * . '/ 1.5' »
I I
/// VT 7 e e )
PR g = il EREN + . .. 8°CONC.
\ ','.q."'-‘..'.~;1::‘ —1 - - ‘_""V_A
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< 5 SUBGRADE
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|
[
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w
o
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\ T \
g; gb [ - CONC. SUPPORT
Z0 /
1 &8 »
oy L al 1

1. IF REPLACEMENT OF THE VALVE BOX IS REQUIRED, CONTACT THE MISHAWAKA UTILITIES WATER
DIVISION (TEL. 574-258-1652) FOR ALLOWABLE TYPE AND SIZE OF VALVE BOX.

Rl SN

WRENCH NUT OF THE VALVE.
5. INTERIOR AND EXTERIOR SURFACES OF THE BOX SHALL BE PAINTED WITH HOT PITCH VARNISH.
6. IF YOU ENCOUNTER ANY PROBLEMS, CALL THE WATER DIVISION BEFORE POURING SO THEY MAY

MAKE CORRECTIONS. IF SIDEWALK OR ROADWAY REMOVAL IS REQUIRED TO CORRECT OR REPLACE

AND REPLACEMENT.

VALVE BOX SHALL BE CAST IRON VALVE BOXES PER THE MISHAWAKA UTILITIES WATER DIVISION, NO
SUBSTITUTES ARE ALLOWED.
CONTRACTOR SHALL VERIFY PROPER BURY DEPTH AND CORRESPONDING BOX DEPTH THAT MATCHES.
VALVE BOX SHALL BE FIRMLY SUPPORTED AND SHALL BE PLACED CENTER AND PLUMB OVER THE

THE BOX SLEEVE, THE CONTRACTOR WILL BE CHARGED FOR THE SIDEWALK OR ROADWAY REMOVAL

PREPARED BY: DLZ INDIANA, LLC
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